Multi seatpost type ISC instructions

Unikatni Integrated Seat Clamp (ISC) systém umoznuje pouziti sedlovek D-fuse nebo sedlovek s kulatym profilem o

praméru 27,2 a 30,9 milimetr0.

Potiebné nastroje:
- 4mm Inbus kli¢

- Carbon protiskluz pasta (anti slip)

Carbopasta aplikace:

Nasledujte instrukce pro zajisténi radné fixace rdznych typu sedlovek.
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Assembly paste

Assembly paste
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Assembly paste
Apply a thin layer of carbon assembly paste on the Apply a thin layer of carbon assembly paste on the 1SC Apply a thin layer of carbon assembly paste on the
seatpost on the section that will be inserted in the framy @ the section that will touch the seat \atzlapter shim on the side that will touch the seatpost.
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1. Aplikujte tenkou vrstvu pasty na tu ¢ast sedlovky, jez bude umistnéna v rdmu
2. Aplikujte tenkou vrstvu pasty na tu ¢ast zamku sedlovky, jeZ bude v kontaktu se sedlovkou

3. Aplikujte tenkou vrstvu pasty na tu ¢ast adaptéru, jeZ bude v kontaktu se sedlovkou

POZOR:
ISC zdmek a adaptér jsou zakonceny obrubou, kterd musi vZdy zlstat nad okrajem sedlové trubky ramul!
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KEEP THE RIDGE OUTSIDE THE A KEEP THE RIDGE OUTSIDE THE A KEEP THE RIDGE OUTSIDE THE
\ SEAT TUBE! / \ SEAT TUBE! / \ SEAT TUBE! /
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A. 30.4mm D-Fuse sedlovka
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\Sllde the ISC cover on the seatpost. )
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\Insert the seatpost into the frame./
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Keep OUTSIDE
the seat tubel

Insert the rear shim into the frame.
\ Keep the ridge outside the seat tubej‘
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Keep OUTSIDE
the seat tube!

Insert the ISC into the frame.
\i(eep the ridge outside the seat tubty
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6~ 7Nm

Adjust the seatpost to correct height and
\tighten the ISC bolt with a 4mm hex keyj
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\Slide the cover down onto the ISC./
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Zakryjte zamek krytkou

Zasunte sedlovku do ramu

Dotahnéte zdmek na poZadované vysce sedla

Nasunte krytku zdmku na sedlovku jesté pred aplikaci karbopasty

Zasunte adaptér do rdmu — hrana horniho okraje musi zlstat vné ramul!

Zasunte zdmek do ramu — hrana horniho okraje musi z(istat vné rdmul!
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B. 30.9mm sedlovka s kulatym profilem
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Qlide the ISC cover on the seatpost. /

\_Insert the seatpost into the framej
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Keep OUTSIDE
the seat tube!

Insert the ISC into the frame.

\Keep the ridge outside the seat tube/
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Adjust the seatpost to correct height and

\tighten the ISC bolt with a 4mm hex keyj
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Zasunte sedlovku do ramu
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Zakryjte zamek krytkou

Nasunte krytku zdmku na sedlovku jesté pred aplikaci karbopasty

Dotahnéte zdmek na poZadované vysce sedla
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\Slide the cover down onto the ISC. /

Zasunte zdmek do ramu — hrana horniho okraje musi zlstat vné ramul!
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C. 27.2mm sedlovka s kulatym profilem
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Slide the ISC cover and adapter
shim on the seatpost.
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Klnsert the seatpost into the frame./
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Keep OUTSIDE
the seat tube!

Insert the shim into the frame.
\Keep the ridge outside the seat tube]

Keep OUTSIDE
the seat tube!
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Insert the ISC into the frame.
\Keep the ridge outside the seat tuby
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6~ 7Nm

Adjust the seatpost to correct height and
Qghten the ISC bolt with a 4mm hex key
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KSIide the cover down onto the ISCJ

Zasunte sedlovku do ramu
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Zakryjte zamek krytkou

Dotahnéte zdmek na poZadované vysce sedla

Nasunte krytku zdmku na sedlovku jesté pfed aplikaci karbopasty, nasunte adaptér

Zasunte adaptér do rdmu — hrana horniho okraje musi zlstat vné ramu!

Zasunte zdmek do ramu — hrana horniho okraje musi z(istat vné rdmul!

V ptipadé potizi se na nas nevahejte obratit.

Pro vice informaci:

https://www.giant-bicycles.com/global/manuals
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https://www.giant-bicycles.com/global/manuals

